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CONSTRUCTION NOTES 

1 .THIS DESIGN IS BASED ON THE USE OF ROUGH-SAWN EASTERN HEMLOCK 

2 ...DESIGN ROOF LOAD 40LBS. PER. SO. FT. 

4 .LENGTHS OF POLES ARE DEPENDENT ON SLOPE OF BUILDING SITE 

5 .ALL FRAMING NAILS SHOULD BE HARDENED AND THREADED. 

6......ALL WOOD IN CONTACT WITH EARTH SHOULD BE PRESSURE TREATED 

WITH A PRESERVATIVE. 

7 .ROUGH-SAWN BOARD 8 BATTEN SIDING WITH IO"TO 12”WIDE BOARDS 8 

2* TO3* WIDE BATTENS ON THE BETWEEN-BOARD CRACKS IS ATTRACTIVE. 

8 INTERIOR FINISH IS LEFT TO THE BUILDERS DISCRETION. 


FRAMING PERSPECTIVE 





















Disclaimer 


This site makes available conceptual plans that can be helpful in developing building 
layouts and selecting equipment for various agricultural applications. These plans do not 
necessarily represent the most current technology or construction codes. They are not 
construction plans and do not replace the need for competent design assistance in 
developing safe, legal and well-functioning agricultural building system. The LSU 
Agriculture Center, the Mid-West Plan Service, the United States Department of 
Agriculture and none of the cooperating land-grant universities warranty these plans. 



